Harken Innovative Sailing Solutions Available From www.torresen.com M
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MKIV UII “ 2 Typical Boat Length 35' - 46' (10.6 - 14.2 m)

Wire @ (1x19 SS) Rod @ Clevis Pin @

5", ¥8" (8, 10 mm) =12, 7.14 mm, -17, 8.38 mm 5/ (15.9 mm)

Headstay Length Standard 60'4" (18.38 m): max 67'4" (20.51 m)

Part No. Description

7412.10 Furling system

Toggle Assembly Required - sold separately

7412.20 5/8 Toggle assembly with %" (15.9 mm) clevis pin
Optional Parts

7412.30 Extra 7' (2.13 m) luff foil extrusion

7412.31 Extra 9" (229 mm) connector

7424 -12 -12 Rod adaptor stud*

7425 -17 -17 Rod adaptor stud*
885 Snap shackle for tack/head (each shackle)
945 Halyard restrainer (use only when required)
7401 40 mm Carbo block stanchion lead block assembly
7402 57 mm Carbo ratchet block stanchion lead block assembly
7403 29 mm Outboard stanchion lead block assembly
7404 Lead block kit: 3 x 7403/1 x 7402/1 x 7401/1 cleat

Available November 2006 ~ *Use with conventional turnbuckle

MKIV UII “ 3 Typical Boat Length 45' - 60' (13.7 - 18.3 m)

Wire @ (1 x 19 SS) Rod @ Clevis Pin @

7', 12 (11, 12, 14* mm) -22, 9.53 mm, -30, 11.10 mm S/, 78 (19.1, 22.2 mm)

Headstay Length _Standard 75'1" (22.88 m); max 82'1" (25.02 m)

Part No. Description

7413.10 Furling system

Toggle Assembly Required - sold separately

7413.20 3/4 Toggle assembly with %/4" (19.1 mm) clevis pin
7413.20 7/8 Toggle assembly with 7/s" (22.2 mm) clevis pin
Optional Parts
7413.30 Extra 7' (2.13 m) luff foil extrusion
7413.31 Extra 9%4" (248 mm) connector
7426 -22 -22 Rod adaptor stud**
7427 -30 -30 Rod adaptor stud**

Available November 2006 ~ *Type 316 stainless steel only ~ **Use with conventional turnbuckle
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