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Rustler 24, Royd/Rustler, Rustler Yachts — Richard Langdon, Ocean Images
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*#10 (5 mm) RH fasteners

Part
No.

Sheave 
Ø Length Weight

Max line 
Ø

Shackle pin 
Ø

Safe 
working load

Breaking 
strength

Description in mm in mm oz g in mm in mm lb kg lb kg
Bullet

084 Double 11/8 29 23/4 70 2.5 71 5/16 8 3/16 5 400 181 2000 907
085 Double/becket 11/8 29 31/2 89 2.75 78 5/16 8 3/16 5 400 181 2000 907
086 Triple 11/8 29 3 76 3.75 106 5/16 8 3/16 5 600 272 2000 907
087 Triple/becket 11/8 29 33/4 95 4.5 128 5/16 8 3/16 5 600 272 2000 907

094 Triple/365 Carbo-Cam® 11/8 29 33/4 95 7 198 5/16 8 3/16 5 600 272 2000 907
095 Triple/365 Carbo-Cam®/becket 11/8 29 4 102 7.25 205 5/16 8 3/16 5 600 272 2000 907
100 Double wire 11/8 29 23/4 70 2.75 78 5/16 8 3/16 5 750 340 2000 907
197 Exit/150 Cam-Matic® (port/stbd)* 11/8 29 3 76 4.5 128 5/16 8 — — 300 136 2000 907
392 4:1 Downhaul/338 Cam-Matic®* 11/8 29 8 203 11 313 1/4 6 — — 400 181 2000 907

Big Bullet
127 Double 11/2 38 31/2 89 4.25 120 3/8 10 1/4 6 600 272 2000 907
128 Double/becket 11/2 38 41/2 114 4.75 135 3/8 10 1/4 6 600 272 2000 907
129 Triple 11/2 38 33/4 95 6.5 184 3/8 10 1/4 6 750 340 2000 907
130 Triple/becket 11/2 38 43/4 121 6.75 191 3/8 10 1/4 6 750 340 2000 907
362 Single/423 Carbo-Cam®/becket 11/2 38 43/16 106 5 142 1/4 6 3/16 5 150 68 2000 907

Bullet 

The 392 is used for a downhaul/cunningham 
assembly on catamarans and as a base for a 
4:1 double-ended system

21/4” 
57 mm

Harken Innovative Sailing Solutions Available From www.torresen.com 231-759-8596




