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c ru I s' n g E s P Full-saturation, Hardkote
D e c k 0 r g a n i z e rs Excellent for  an0dizing for durability

; . halyards
Mount organizers with large fasteners gr"aé?%inws’ffe;&?m
directly through the sheaves. If you need
an additional sheave, use the same holes and .
simply drill another hole to mount the longer Z’ggfegf fﬁﬁ'z'ﬁﬁggcf,fp
organizer. Organizers are asymmetrical to keep be staclged
them short, and may be double stacked to
contain several lines in a small area. A spacer
at one end keeps the outer line on the sheave.

Match Cruising ESP masthase blocks with
organizers for a complete system.

Aluminum and plastic sleeve
bearing for high static loads

Ball bearings handle side
loads from unfair leads
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Sheave Max line Safe working Safe Breaking Fasteners
Part /] Length Weight Height /] load/sheave  working load* strength* (RH)
No. Description in mm in mm 0z g in mm in mm 1b kg 1b kg 1b kg in mm
6052 Aluminum 2-sheave 2/s 57 6% 172 75 213 e 27 53 16 2500 1134 4000 1814 8000 3628 3 10
6053 Aluminum 3-sheave 2/s 57 9% 252 115 326 e 27 5/ 16 2500 1134 6000 2721 12000 5442 3 10
6054 Aluminum 2-sheave 1, 40 4% 122 35 99 i 24 /2 12 1250 567 2000 907 4000 1814 %s 8
6055 Aluminum 3-sheave 1, 40 7% 179 55 156 /i 24 i/ 12 1250 567 3000 1361 6000 2721 %6 8
6066 Aluminum 4-sheave 1, 40  9hs 237 75 213 i 24 '/ 12 1250 567 4000 1814 8000 3628 %6 8
6067 Aluminum 4-sheave 2y 57 13w 332 155 439 e 27 53 16 2500 1134 8000 3628 16000 7256 % 10
6071 Stainless Steel 3-sheave 2/s 57  9%ws 252 21 595 — @— 5/ 16 2500 1134 6000 2721 12000 5442 3 10
6075 Stainless Steel 3-sheave 1, 40 7% 179 10 284 — — i/ 12 1250 567 3000 1361 6000 2721 %6 8

*If double stacked, upper block/organizer is two-thirds of listed SWL and breaking strength
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